activé“

Dim.B£0.3

A

Specifications:
Current rating:2.0A AC,DC
Voltage rating:100V AC,DC

4.7
. Contact resisitance:20m ohm.Max
| — Insulation resisitance:800M ohm.Min
n 41 n Withstanding voltage: 1000V AC/minute
! Operating temperature range:—25°C~+85°C
[ | ] Material:
| Insulator:Nylon66 UL94V—-0
| Defaul color:White
—T HRERnREa T Contact:Brass
1 | Plated:Tin Plated
i i | i i How To Order:
7Y Y 7 _ff osose 2AT7SI XX
2.00£0.05 | 075401 | |
Dim.A+0.2 Number of Circuits
SJ:Straight
Dimension:
. . Dimension: . . Dimension:
t t
Circuits— 5 | |Circuits— B Dim.A+0.10
02 2.00 6.10 10 18.00 | 22.10 2 004+0.05
03 4.00 8.10 11 20.00 24.10 ‘
04 6.00 10.10 12 22.00 | 26.10 AN AN A AN
05 8.00 12.10 13 24.00 28.10 <> @ @ @
06 10.00 | 14.10 14 26.00 | 30.10 #0.8040.05.TYP
Q7 12.00 16.10 15 28.00 32.10
08 14.00 18.10 16 30.00 34.10 PCB LAYOUT
09 16.00 20.10 RoHS Compliant
DRAWN: GENERAL TOLERANCE:
-
wow | aeoo | e Neftron Industrial Co., Ltd
ex0z | ewor Noftron Industrial Co., Ltd,
CHECKED:
. UNIT: MM DESCRIPTION: SIZE
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