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Moisture Sensitivity Level 1
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AMBIENAVERAGE FORWARD CURRENT, (A)
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Fig. 5 - Pulse Waveform Fig. 6 - Typical Junction Capacitance

Ratings and Characteristics Curves (TA=25  unless otherwise noted)

Fig. 1 - Pulse Derating Curve Fig. 2 - Maximum Non-Repetitive
Surge Current

Fig. 3 - Steady State Power Derating Curve Fig. 4 - Peak Pulse Power Rating Curve
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Reverse  Breakdown Voltage,VBR  (V) 

Bi-directional @VRWM

Uni-directional @VRWM

TJ=25 
f=1.0MHz 
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Number of Cycles at 60 Hz 

TJ = TJ max. 
8.3 ms Single Half Sine-Wave 
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TJ = 25 C 
Pulse Width (td) is defined as the 
point where the peak current 
decays to 50 % of Ipp 

sec. Waveform 
as defined by R.E.A. 
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Device PN Packing
Part Number T(1)G(2) WS Tape&Reel: Kpcs/Reel

Note: (1) Packing code, Tape & Reel Packing

***Disclaimer*** 
WILLAS reserves the right to make changes without notice to any product 

specification herein, to make corrections, modifications, enhancements or other 
changes. WILLAS or anyone on its behalf assumes no responsibility or liability 
for any errors or inaccuracies. Data sheet specifications and its information 
contained are intended to provide a product description only. "Typical" parameters 
which may be included on WILLAS data sheets and/ or specifications can 
and do vary in different applications and actual performance may vary over time. 
WILLAS does not assume any liability arising out of the application or 
use of any product or circuit. 

This is the preliminary specification. WILLAS products are not designed, intended or 
authorized for use in medical, life-saving implant or other applications intended for 
life-sustaining or other related applications where a failure or malfunction of component 
or circuitry may directly or indirectly cause injury or threaten a life without expressed 
written approval of WILLAS. Customers using or selling WILLAS components for use in 
such applications do so at their own risk and shall agree to fully indemnify WILLAS Inc 
and its subsidiaries harmless against all claims, damages and expenditures  
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